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[bookmark: _Toc11253797]1 Legal Information 
INFORMATION IN THIS DOCUMENT IS PROVIDED IN CONNECTION WITH INTEL PRODUCTS. NO LICENSE, EXPRESS OR IMPLIED, BY ESTOPPEL OR OTHERWISE, TO ANY INTELLECTUAL PROPERTY RIGHTS IS GRANTED BY THIS DOCUMENT. EXCEPT AS PROVIDED IN INTEL'S TERMS AND CONDITIONS OF SALE FOR SUCH PRODUCTS, INTEL ASSUMES NO LIABILITY WHATSOEVER AND INTEL DISCLAIMS ANY EXPRESS OR IMPLIED WARRANTY, RELATING TO SALE AND/OR USE OF INTEL PRODUCTS INCLUDING LIABILITY OR WARRANTIES RELATING TO FITNESS FOR A PARTICULAR PURPOSE, MERCHANTABILITY, OR INFRINGEMENT OF ANY PATENT, COPYRIGHT OR OTHER INTELLECTUAL PROPERTY RIGHT. A "Mission Critical Application" is any application in which failure of the Intel Product could result, directly or indirectly, in personal injury or death. SHOULD YOU PURCHASE OR USE INTEL'S PRODUCTS FOR ANY SUCH MISSION CRITICAL APPLICATION, YOU SHALL INDEMNIFY AND HOLD INTEL AND ITS SUBSIDIARIES, SUBCONTRACTORS AND AFFILIATES, AND THE DIRECTORS, OFFICERS, AND EMPLOYEES OF EACH, HARMLESS AGAINST ALL CLAIMS COSTS, DAMAGES, AND EXPENSES AND REASONABLE ATTORNEYS' FEES ARISING OUT OF, DIRECTLY OR INDIRECTLY, ANY CLAIM OF PRODUCT LIABILITY, PERSONAL INJURY, OR DEATH ARISING IN ANY WAY OUT OF SUCH MISSION CRITICAL APPLICATION, WHETHER OR NOT INTEL OR ITS SUBCONTRACTOR WAS NEGLIGENT IN THE DESIGN, MANUFACTURE, OR WARNING OF THE INTEL PRODUCT OR ANY OF ITS PARTS. Intel may make changes to specifications and product descriptions at any time, without notice. Designers must not rely on the absence or characteristics of any features or instructions marked "reserved" or "undefined". Intel reserves these for future definition and shall have no responsibility whatsoever for conflicts or incompatibilities arising from future changes to them. The information here is subject to change without notice. Do not finalize a design with this information. The products described in this document may contain design defects or errors known as errata which may cause the product to deviate from published specifications. Current characterized errata are available on request. Contact your local Intel sales office or your distributor to obtain the latest specifications and before placing your product order. Copies of documents which have an order number and are referenced in this document, or other Intel literature, may be obtained by calling 1-800-548-4725, or go to: 
http://www.intel.com/design/literature.htm 
Intel processor numbers are not a measure of performance. Processor numbers differentiate features within each processor family, not across different processor families: Go to: 
Learn About Intel® Processor Numbers (http://www.intel.com/products/processor_number). 
Atom and Intel are trademarks of Intel Corporation in the U.S. and/or other countries. 
* Other names and brands may be claimed as the property of others. 
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[bookmark: _Toc11253798]2 About this Document 
This User Guide helps to understand the host-target setup for WCOS platform and the usage of Intel® Trace Hub in debugging with the event traces.

Windows Core OS(WCOS) is a modern version of the Windows operating system and is aimed at making Windows a universal platform for all devices. WCOS platform which we have right now is a pre release version which does not have major user interface like regular windows operating system and doing operations from WCOS is very limited.

How ever WCOS allows the configurations and interface with Remote sessions using telnet, so most of the operations we will be doing through telnet and command line options.   

[bookmark: _Toc11253799]3 How to setup a Target System 
[bookmark: _Toc11253800]3.1 Prerequisites  
This document currently refers to SKL RVPs as Target Systems.

· Connect the target system to host system with CCA device.

[image: C:\Users\sys_basithuser\Desktop\img1.png]

· Connect the target system to a network and disable the windows firewalls.
· Connect to WCOS system with telnet
· Copy paste the below command to add exclusion of host ip address  & incoming/outgoing of host tcp/ip packets to WCOS

netsh advfirewall firewall add rule name="Allow from <host ip address>" dir=in action=allow protocol=ANY remoteip=<host ip address>
· Sometimes to check the connection between target and host machine we may need to ping the ip address and check. Ping packets also disabled by default in WCOS. To enable ping command ,copy and execute the below command

netsh advfirewall firewall add rule name="Allow incoming ping requests IPv4" dir=in action=allow protocol=icmpv4
· Note: Both target and host system should be connected to same network.


Figure 1 Target Setup
BIOS Settings: 
· Intel Advanced Menu->PCH-IO Configuration->Trace Hub Configuration Menu->Trace Hub Enable Mode <Host Debugger> 
· Intel Advanced Menu->CPU Configuration->Debug Interface<Enabled>
· Intel Advanced Menu->CPU Configuration->Direct Connect Interface<Enabled>
· Intel Advanced Menu->pch IO->eff scs configurations ->*Sd card 3.0 controller<Disabled>

[bookmark: _Toc11253801]3.2 Injecting ITH driver to WCOS 

Driver and Service Installation Package: Driver Package will be a part of the respective project BKC Release. Copy the installation package to a local location in target and install. This will install the Intel® Trace Hub Device Driver and the Redirect Service. 

For WCOS use ITH Pre-Silicon build,since the target and host systems are not connected directly ,instead both are connected to global network.

Prerequisites:
VNC Viewer should be installed on Host, this will help to take server remotely.
OS version/build, Driver which need to be injected.
Procedure: 
Take the Server into remote via VNC Viewer
Navigate to path (WCOS Server) where the image need driver update (example - \\wosext\EXTRoot\OSA)
Once image is identified then Right click and select Mount option
Now select SetImageGenEnv.cmd and right click and select run as Administrator
Once Command prompt opened type below command
>> C:\Workspace>ImageApp.exe C:\Users\Administrator\Desktop\OS-A-Images\18894.19H2_LKF-CENT-WCOS-2019WW20.2.333-Pre.ffu /MountAndInstall:C:\Workspace\Installer-Release-64-bit\ITH-PreSi-10.0.17686.73-x64-Release\Drivers;C:\Workspace\DCHUDrivers\Installer-Release-64-bit\ ITH-PreSi-10.0.17686.73-x64-Release\Drivers\ITH.inf

(Before running the above command please copy necessary files in the location shared in above command. For example paste ffu image in OSA-images folder on desktop, driver which need to update in workspace folder)


[bookmark: _Toc11253802]3.3 Verification
 	
i. Verifying Driver Installation
a. Connect to WCOS with telnet
b. >>sc query ITH
c. This will display the information about the driver if installed correctly.


ii. Verifying Service installation
a. Connect to WCOS with telnet
b.  >>sc query type =service
c. This will display list of services installed and their running status. Check for “Intel Redirect Service” and check status for “Running”.
d. If the service is not in running state you may start it manually by using below command
>>sc start "Intel(R) Trace Redirect Service"
           
[bookmark: _GoBack]





[bookmark: _Toc11253803]4 How to setup a Host System 
[bookmark: _Toc11253804]4.1 Installing DAL 
	Use the following instructions to install the PVT software onto the host system: 
1.	Go to the PVT Software Download homepage 
2.	Select the latest release PVT software version or the engineering version that corresponds to your CPU project and save the installer to a directory of your choice.
3.	After download is complete, double-click the resulting installer executable to start the installation process; then, follow the Installation Shield Wizard instructions (default option) to install the PVT software. The installation takes approximately 1-2 hours. 
Short cuts to each high-level application are shown under the respective folder following the Start -> All Programs -> Intel.
[bookmark: _Toc11253805]4.3 Verification

Verifying PVT installation:
· Verify Config Console and Python Console are in installed programs. 
[image: ]
Figure 5 Verifying Config Console and Python Console

[bookmark: _Toc11253806]4.3 Selecting Platform 
· Run Config Console and select SKL_SPT_DCI_ReferenceSettings, apply.
· Once selected, the selection will be set as default.


 [image: E:\ConfigConsole.png]
Figure 6 Selecting Platform
Use the following basic commands (in the order listed) to test out the basic function of the DCI: 
	Sequence & Command
	DCI Function

	1. 
	itp.devicelist
	Lists all the JTAG devices of the system under debug.

	2. 
	itp.halt()
	CPU enters probemode and saves states.

	3. 
	itp.go()
	CPU exits probemode and restores states.



[image: ]
Figure 7 Testing DAL Installation
Now the target and Host are ready with all connections and installations. The next step is to use Eclipse GUI to start tracing.
[bookmark: _Toc11253807]5 Start using Eclipse UI 
[bookmark: _Toc11253808]5.1 Launching Eclipse
Run C:\Intel\npksdk\startEclipse.cmd.
Select a work space.
[image: C:\Users\sys_basithuser\Desktop\DCI_Images\workspace.png]
Click on the Workbench 
[image: C:\Users\sys_basithuser\Desktop\DCI_Images\Project.png]

Click on Open Perspective
[image: C:\Users\sys_basithuser\Desktop\DCI_Images\STT.PNG]
Select System Trace Tool
[image: C:\Users\sys_basithuser\Desktop\DCI_Images\STT1.png]
Click OK
[image: C:\Users\sys_basithuser\Desktop\DCI_Images\CreateProject.png]
Click on Finish Button
[image: C:\Users\sys_basithuser\Desktop\DCI_Images\CreatedProject.png]

Select Target and Connection Type
[image: \\basntgpiv01\share\asenux\2012\TargetandConnection.png]

Give name for Trace Configuration File and click on Finish Button
[image: C:\Users\sys_basithuser\Desktop\DCI_Images\TraceConfig.png]

Configure Trace Hub for CCA
[image: \\basntgpiv01\share\asenux\2012\TraceHubConfiguration.PNG]
Enable ETW, Select Providers, Select Provider Properties and Trace Keywords. Apply and Save.
[image: \\basntgpiv01\share\asenux\2012\SelectProviders.PNG]
Click on below showed button to connect to target
[image: \\basntgpiv01\share\asenux\2012\Connect2Target.PNG]
Click on below showed button to start capture.
[image: \\basntgpiv01\share\asenux\2012\StartCapture.PNG]

Live Streaming 
[image: \\basntgpiv01\share\asenux\2012\LiveStreaming.png]


Click on below showed button to stop capture.
[image: \\basntgpiv01\share\asenux\2012\StopCapture.PNG]
Stopping..
[image: \\basntgpiv01\share\asenux\2012\StoppingCapture.png]


The captured trace can be decoded as shown below.
Right Click on the captured trace and select “Decode as..”
[image: \\basntgpiv01\share\asenux\2012\DecodingCapturedTrace.png]
Select the decode use case.
[image: \\basntgpiv01\share\asenux\2012\DecodeUseCase.png]
Sample Decoded trace capture.
[image: \\basntgpiv01\share\asenux\2012\GoodDecoded.png]
TMV Configuring for ETW
Check ETW Default Checkbox and then click on Apply button
[image: \\basntgpiv01\share\asenux\2012\TMVConfigurer.png]
[image: \\basntgpiv01\share\rgsubrax\LastScreen.png]
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1 27h:20m:25s 114.722m Microsofc-Windows-TCRIP-->ICP: comnection OYFFFFEO0ISSEDBOL0 transition from 0 to 2, Sndlsc = 0.
12 27h:20m:25s 114.722m Microsofc-Windows-TCEIP-->ICP: connection OFFFFEQ01SSEDBOL0 attempted o acquire veak reference on port mumber 53270 imherited from endpoint.
13 27h:20m:25s 114.722m Microsofc-Windows-TCEIP-->ICP: Tcb OxFFEFEODISIEDBOLO (local=10.223.212.12:53270 remote=10.224.224.20:911) requested to comnect.
1 27h:20m:25s 114.722m Microsofc-Windows-TCPIP-->ICP: Inspect Connect has been completed on Tcb OXFFFFEQ0ISSEDB0L0 with status = STATUS_WAIT 0.
15 27h:20m:25s 114.722m Microsoft-Rindovs-ICEIP-->1 rescheduled by processor 6 for processor 7 at 9410540 from 9410541 to 94023967159,
1 27h:20m:25s 114.722m Microsoft-Rindovs-ICEIP-->ICP: Tcb OXFFFEEQ01SSEDBOL0 is going to output SUN with ISN = 4168741609, Revind = 262144, RevindScale = 2.
P 27h:20m:25s 114.722m Microsofc-Windows-TCEIP-->ICP: connection OFFFFEO0SSEDBOL0 (local=10.223.218.12:53270 remote=10.224.224.80:311) connect procesding.
1 27h:20m:25s 114.722m Microsofs-Windows-TCEIB-->ICP: comnection OFFFFEQ0ISSEDBOL0 SRIT measurement started (seq = 4162741609, tick = 9410540).
1 27h:20m:25s 114.722m Microsoft-indows-ICBTB-->TCE: comnection OXxFFFFEO01SSEDB010: TCP Send event, Seqllo = 4165741609, ByvesSent = 1, Ciind = 2144, Sadind = 1072,
] Trace Capture 50 @EmBE Y-8 20 27n:20m:25s 114.722m Microsoft-indows-TCPIB-->TCB: Connection OXFFEFE001SSEDE010 0 timer started. Scheduled to expire in 1000 ms. Processor &: LastInterruptTime
2 27h:20m:25s 114.722m Microsoft-Rindovs-ICEIP-->ICR: connection OxFFFFEQQISSEDBOL0 send advance 0 byces at 4166741609
Decode and display as data i received
2 27h:20m:25s 114.722m Microsoft-indows-ICBTR-->TCE: comnection OXxFFFFE001SEDB010 SRIT measurement complete (tick = 9410540, sample = 3 ma, new arct = 0 m3).
Automatically extract trace data from target memory 2 27n:20m:25s 114.722m Microsoft-indows-TCBIB-->TCB: Connection OXFFEFE001SSEDE010 committed TemplateType = 0. MinRto=300 msec, EnableCwndRestart = 0, InitialCwnd
2 27h:20m:25s 114.722m Microsofc-Windows-TCEIP-->ICP: Connection OFFFFEO0LSSEDBOL0 send queue is idle. Cund = 5840, Processor = 2, CurrencTick = 9410540, IdleTick
2 27h:20m:25s 114.722m Microsoft-Rindovs-ICEIP-->ICP: Connection OXFFFEEQ01SSEDBOL0 stopping O timer.
2 27h:20m:25s 114.722m Microsofc-Windows-TCEIP-->ICP: connection OFFFFEQ0ISSEDBOL0 cransition from 2 to 4, Sndlixt = 4168741610,
e — >a>-8=-0 2 27h:20m:25s 114.722m Microsoft-Rindows-ICEIP-->ICP: connection OXFFFFEO0ISSEDE0L0: Received data with number of bytes = 1. Tnseq = 4182940810,
2 27h:20m:25s 114.722m Microsofc-Windows-TCEIB-->ICP: comnection OFFFFEO0LSSEDBOL0 (local=10.223.216.12:53270 remote=10.224.224.20:911) connect completed. PID = 52

Target type: SPT-LP B
Connected: Connected

Connection type: CCA ) Console 52 [} TMV Configurer [ Programming [ Signal Properties Bl#E-riv=n0
System Trace
1. NPK PCT access (0x0,0x1F,067): true =

2. NPK hardware ready: true
18:03:40 [INFO] Initiating TraceHub start sequence.
15:03:40 [INFO] Successfully connected to the IPC API.
15:04:59 [INFO] [ETW] Tracing Stopped.
[INFO] Initiating Trace Hub stop sequence.
15:04:59 [INFO] Engine received termination request.
[INFO] Disconnecting from the IPC API.
[1nF0]
[TNF0] Processing time: 78s - 123 packets/second

B 1 item selected
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ETWDecoder etwTimeCoreatonscale 1000000000000 L
ETWDecoder etwClockName NPK =
ETWDecoder convertToNpkTime true

FileReader_ Decoder inputfilename SONPUTFILE) L
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[ Trace Capture 53 ®=

Decode and display as data i received
Automatically extract trace data from target memory

] Target Connection £ *o-E=-0

Target type: SPT-LP B
Connected: Connected
Connection type: CCA

e Quick Access | | Boce
7 traceConfiguration tracecfy  [=] MessageView001 53 =8
Synchronize Go Tolndex 0 : Fiter On | [ Search On E E
Index FORMATTED GTS _Summary b
218 00h:00m: 002 005.036ms Microsoft-indows-TCPIP-—>ICE: connection OxFFFFEQDISIEDBO10: Received data with mumber of bytes = 1360, TnSeq = 4162995663
220 oon:00m:00s 005.095ms Miczososs-indows-TCET2-—>TCP: conmection OXFFEFEONISSEDS0L0 delivery OxFEFFEOOLSIEDSLE? indicated 0SS0 byves accepred 0SS0 byces, status o
P 00h:00m: 003 005.036ms Microsoft-indowa-TCEIP-->ICP: connection OxFFFFEQDISIEDB010: Received data with mumber of bytes = 1360. TnSeq = 4162997023
2 005, 098ms Microsoft-Rindows-TCBTB-->TCB: connection OxFFFFEO01SSEDBOL0 delivery OxFFFFEO01SSEDS168 indicated 0S50 bytes accepted 0350 bytes, status
223 005, 098ms Microsoft-indows-TCETP-->TCP: connection OxFFFFEQDISIEDBO10: Received data with mumber of bytes = 1360, TnSeq = 4162998323,
220 005, 098ms Microsoft-Rindows-TCBTR-->TCB: connection OXFFFFEO01SSEDBOL0 delivery OxFFFFEO01SSEDS168 indicated 0S50 bytes accepted 0350 bytes, status
225 00h:00m: 003 005.036ms Microsoft-indows-TCTP-->ICP: connection OxFFFFEQDISIEDB010: Received data with mumber of bytes = 1360. TnSeq = 4162999743
226 00h:00m: 003 005.036ms Microsoft-indows-TCBTR-->TCB: connection OxFFFFEO01SSEDBOL0 delivery OxFFFFEO01SSEDS168 indicated 0S50 bytes accepted 0350 bytes, status
227 00h:00m: 003 005.036ms Microsoft-indows-TCEIP-->ICP: connection OxFFFFEQDISIEDBO10: Received data with mumber of bytes = 1360. ThSeq = 4183001103
22¢ 00h:00m: 003 005.036ms Microsoft-indows-TCPIP-—>ICPIP: Sendatagram OxTFEFDOOUBOREE400 fell Off the send fast pach, Reason: WFP filters present . Protocol = ICP
228 00h:00m: 003 005. 100ms Microsoft-indows-TCBTR-->TCB: connection OxFFFFEO01SSEDB0L0, delivery OXFFFFEQ0ISSEDSLES, Request OXFEFFEOOISCASEOS0 posted for 0x36C26 byt
230 00h:00m: 003 005. 10ems Microsoft-Rindows-TCBTR-->TCB: connection OxFFFFEO01SSEDBOL0 delivery OxFFFFEO0LSSEDBI6E savisfied 0350 bytes 0x36C26 requesved. IsfullySati.
231 00h:00m: 003 005. 10ems Microsoft-indows-TCRIP-—>1CP: Connection OxFFFFEQUISSEDBOL0 stopping Pushlimer timer.
232 00h:00m: 003 005. 10ems Microsoft-indowa-TCTP-->ICP: connection OxFFFFEQDISIEDB010: Received data with mumber of bytes = 1360, TnSeq = 4183002463,
233 005, 108ms Microsoft-Rindows-ICBTR-->TCB: connection OxFFFFEO01SSEDBOL0 delivery OxFFFFEO01SSEDS168 indicated 0S50 bytes accepted 0350 bytes, status
23 005, 108ms Microsoft-indows-TCEIP-->ICE: connection OxFFFFEQDISIEDBO10: Received data with mumber of bytes = 1360. TnSeq = 4183003823
235 005, 108ms Microsoft-indows-ICBTR-->TCB: connection OXFFFFEO01SSEDBOL0 delivery OxFFFFEO01SSEDS168 indicated 0S50 bytes accepted 0350 bytes, status
236 00h:00m: 003 005. 10ems Microsoft-indows-TCBTB-->TCB: connection OXFFFFEO01SSEDB010: Received data with mumber of bytes = 1360. ThSeq = 4183005183.  [Microsoft-Windows TCPP-—>TCP:
237 00h:00m: 003 005. 10ems Microsoft-indows-TCBTP-->TCB: connection OXxFFFFEODISSEDB0L0 delivery OxFFFFEO01SSEDBI68 indicaved 0xS50 bytes accepted 0350 connection OFFFFEONISOEDBOL0
e OOmOmm:00e 08.idm  Microssrc Windous ICPEE>iCP: comection GRFFFFEGOISSEDSOLG: Received dota vich mumber of hyces = 156D, Tnseq = diesunesis, | RESVEd dauth number of
238 00h:00m: 003 005. 10ems Microsoft-indows-ICBTR-->TCE: comnection OXFFFFEO01SSEDBOL0 delivery OxFFFFEO01SSEDBI6S indicaved 0x550 bytes accepted 03501gs
210 00h:00m: 003 005. 10ems Microsoft-indowa-TCIP-->ICP: comnection OxFFFFEQDISIEDBO10: Received data with mumber of bytes = 1360. ThSeq = 4183007903
201 00h:00m: 003 005. 10ems Microsoft-indows-TCBTR-->TCB: connection OxFFFFEO01SSEDBOL0 delivery OxFFFFEO01SSEDS168 indicated 0S50 bytes accepted 0350 bytes, status
22 00h:00m: 003 005. 10ems Microsoft-indows-TCETP-—>ICP: connection OxFFFFEQDISIEDBO10: Received data with mumber of bytes = 1360. TnSeq = 4183009263
213 00h:00m: 003 005. 10ems Microsoft-indows-TCBTR-->TCB: connection OxFFFFEO01SSEDBOL0 delivery OxFFFFEO01SSEDS168 indicated 0S50 bytes accepted 0350 bytes, status
2 005, 108ms Microsoft-indows-TCTP-—>ICP: connection OxFFFFEQDISIEDBO10: Received data with mumber of bytes = 1360. ThSeq = 413010623
21 005, 108ms Microsoft-Rindows-TCBTR-->TCB: connection OxFFFFEO01SSEDBOL0 delivery OxFFFFEO01SSEDS168 indicated 0S50 bytes accepted 0350 bytes, status
26 005, 108ms Microsoft-indows-TCETP-->ICE: connection OxFFFFEQDISIEDBO10: Received data with mumber of bytes = 1360. TnSeq = 413011983,
27 00h:00m: 003 005. 10ems Microsoft-Rindows-TCBTB-->TCB: connection OXFFFFEO01SSEDBOL0 delivery OxFFFFEO01SSEDS168 indicated 0S50 bytes accepted 0350 bytes, status
22 00h:00m: 003 005. 10ems Microsoft-indows-TCTP-->ICE: connection OxFFFFEQDISIEDBO10: Received data with mumber of bytes = 1360. ThSeq = 4183013343
= Console 52 [ TMV Configurer [ Programming ] Signal Properties
System Trace
15711122 [INFO] WPK TUE Lalincher Version 9.6.24626 32 B1E (Far 19 2015) =
[INFO] MIPT STP Decoder Trace Statistics:
[INFO] | Master | Channel | Packets | Protocol |
[vFo] | o] 8] 7622280863625808218| UNDEFINED|
[vFo] | 32| o] 6307| UNDEFINED|
[vFo] | 32| 3| 253513 e[
[nFo] | 39| o| 5846| UNDEFINED|
[vFo] | 39| 3| 17538| e[
[INF0] End of HIPT STP Decoder Trace Statistics
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] Trace Capture 50 ®@ExB V=08

Decode and display as data i received
Automatically extract trace data from target memory

] Target Connection £ *o-E=-0

Target type: SPT-LP B
Connected: Connected
Connection type: CCA

= Quick Access | B Boc
7 traceConfiguration.tracecfy | [E) MessageViewd01 53 =8
Synchronize Go Tolndex 0 z Fiter On | [search 0n ) (=] (=]
Index FORMATTED GTS Summary o
219 00n:00m:00s 005, 099ms Microsoft-Rindows-ICEIP-->ICP: connection OXFFFEEO01SSEDB0L0: Received data with number of bytes = 1360. Tnseq = 4182995663 @
220 00n:00m:00s 005, 099ms Microsofc-Windows-TCEIP-->ICP: connection OFFFFEQ0SSEDBOL0 delivery OxFFEFEQDISIEDBIGE indicated 0x550 bytes accepred 0x550 bytes, status
221 00n:00m:00s 005, 099ms Microsoft-Rindows-ICEIP-->ICP: connection OXFFFEEO01SSEDBOL0: Received data with number of bytes = 1360. Tnseq = 4162997023
222 005.039ms Microsofc-Windows-TCEIP-->ICP: connection OFFFFEQ0LSSEDBOL0 delivery OxFFEFEQDISIEDBIGE indicated 0x550 bytes accepred 0550 bytes, status
223 005.039ms Microsoft-Rindows-ICEIP-->ICP: connection OXFFFEEO01SSEDBOL0: Received data with number of bytes = 1360. Tnseq = 4162998323
228 005.039ms Microsofc-Windows-TCEIP-->ICP: connection OFFFFEQ0SSEDBOL0 delivery OxFFEFEQDISIEDBIGE indicated 0x550 bytes accepred 0x550 bytes, status
225 00n:00m:00s 005, 099ms Microsoft-Rindows-ICEIP-->ICP: connection OXFFFEEO01SSEDBOL0: Received data with number of bytes = 1360. TnSeq = 4162999743
226 00n:00m:00s 005, 099ms Microsofc-Windows-TCEIP-->ICP: connection OFFFFEQ0LSSEDBOL0 delivery OxFFEFEQDISIEDBIGE indicated 0x550 bytes accepred 0550 bytes, status
221 00n:00m:00s 005, 099ms Microsoft-Rindows-ICEIP-->ICP: connection OXFFFEEO01SSEDBOL0: Received data with number of bytes = 1360. TnSeq = 4183001103,
220 00n:00m:00s 005, 099ms Microsoft-Rindows-ICEIP-->ICPIE: SendDetagram OxFFFFDOO0BOAS6400 fell Off the send fast path, Reason: WFP filters presenc . Protocel = ICE ,
229 00n:00m:00s 005, 100ms Microsofc-Windows-TCEIP-->ICP: connection OFFFFEQ0SSEDBOL0, delivery OXxFEFFEO0ISSEDELGS, Request OxFFFFEQOISCASEO40 posted for 0x36C26 byt
230 00n:00m:00s 005, 108ms Microsofc-Windows-TCEIP-->ICP: connection OFFFFEQ0SSEDBOL0 delivery OxFFEFEQOISIEDBIGE setiafied 0x550 bytes 0x36C26 requested. IsFullySaci.
21 00n:00m:00s 005, 108ms ¥icrosost-Rindovs-ICEIP-->ICP: Connection OXFFFEEQQISSEDBOL0 stopping Pushlimer ctimer.
22 00n:00m:00s 005, 108ms Microsoft-Rindows-ICEIP-->ICP: connection OXFFFEEO01SSEDBOL0: Received data with number of bytes = 1360. Tneq = 4183002463, i
&) Console [ TMV Configurer 52 | [ Programming [ Signal Properties Apply =[5 = 8
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] taceConfiguration tracecty | (] MessageViend0t 2 =0
pceanie Gatainda 0 5 (5g) [ on) (seaenn) (o) (=)
Ascii Mipi Channel Mipi Source PacketStstus  PacketType | *
[S5EDRGI0: Received data with mumber of bytes = 1360, Thieq = 4163393663 W EH Windows & S|
1S9EDB0L0 delivery OXFEFFEOOISSEDSIGE indicated 0x550 byces accepted 0x530 byies, status = STA... w.. 3 A indows o BLoB.ETW
159ED5010: Received data with mumber of bytes = 1360. ThSeq = 4162997023, w3 2 Windows o BL0B.ETW
159EDB010 delivery OXFEFFEOOISSEDSIGE indicated 0xS50 byces accepted 0x550 bytes, status = STA.. .. 3 2 Windows o BL0B.ETW
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159EDB010 delivery OXFEFFEOOISSEDSIGE indicated 0x550 byces accepted 0x550 bytes, status = STA.. .. 3 2 Windows o BL0B.ETW
159E05010: Received data with mumber of bytes = 1360. ThSeq = 4163001103, w3 2 Windows o BL0B.ETW
FDO00B0AS400 fell off che send fast pach, Reason: WP filters present . Protosol = ICP , Fami... .. 3 2 Windows o BL0B.ETW
159EDB010, delivery OXFFFFEG0ISIEDBIGE, Request OXFEFFEOOISCRSEOM0 posted for 0S36C26 bytes, ... ... 3 2 Windows o BL0B.ETW
159EDB010 delivery OXFEFFEOOISSEDSIGE satisfisd 0xS50 byces 036026 reguested. TsFullySatisfie... w.. 3 2 Windows o BL0B.ETW
159508010 stopping PushTimer timer. w3 2 Windows o BL0B.ETW
159ED5010: Received data with mumber of bytes = 1360. ThSeq = 4183002463 w3 2 Windows o BL0B.ETW
159EDB010 delivery OXFEFFEOOISSEDSIGE indicated 0xS50 byces accepted 0x550 bytes, status = STA.. .. 3 2 Windows o BL0B.ETW
159ED5010: Received data with mumber of bytes = 1360. ThSeq = 4163003823, w3 2 Windows o BL0B.ETW
159EDB010 delivery OXFEFFEOOISSEDSIGE indicated 0xS50 byces accepted 0x550 bytes, status = STA.. .. 3 2 Windows o BL0B.ETW
159ED5010: Received data with mumber of bytes = 1360. ThSeq = 4183005183, w3 2 Windows o BL0B.ETW
159EDB010 delivery OXFEFFEOOISSEDSIGE indicated 0x550 byces accepted 0x550 bytes, status = STA.. .. 3 2 Windows o BL0B.ETW
159ED5010: Received data with mumber of bytes = 1360. ThSeq = 4183006543, w3 2 Windows o BL0B.ETW
159EDB010 delivery OXFEFFEOOISSEDSIGE indicated 0xS50 byces accepted 0x550 bytes, status = STA.. .. 3 2 Windows o BL0B.ETW
159ED5010: Received data with mumber of bytes = 1360. ThSeq = 4163007903, w3 2 Windows o BL0B.ETW
159EDB010 delivery OXFEFFEOOISSEDSIGE indicated 0xS50 byces accepted 0x550 bytes, status = STA.. .. 3 2 Windows o BL0B.ETW
159E05010: Received data with mumber of bytes = 1360. ThSeq = 4183009263 w3 2 Windows o BL0B.ETW
159EDB010 delivery OXFEFFEOOISSEDSIGE indicated 0xS50 byces accepted 0x550 bytes, status = STA.. .. 3 2 Windows o BL0B.ETW
159ED5010: Received data with mumber of bytes = 1360. ThSeq = 4163010623, w3 2 Windows o BL0B.ETW
159EDB010 delivery OXFEFFEOOISSEDSIGE indicated 0xS50 byces accepted 0x550 bytes, status = STA.. .. 3 2 Windows o BL0B.ETW
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